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ULSD - White / Road Diesel (DERV) 

BS EN 590  

Ultra Low Sulphur Diesel (ULSD) is a distillate fuel manufactured from selected crude oils and carefully blended to 

impart desirable performance related properties to the fuel, such as quick starting, smoke control and reduced 

particulates, whilst providing exceptional low temperature operation and protection from injector and pump wear. 

 

U.L.S.D. is designed for use in both high and medium speed diesel engines.  It exceeds the latest requirements of the 

relevant British and European Specification BS EN 590 and fully meets UK, Ultra Low Sulphur Diesel specification. 

 

Property & Units Units 
Limits 

Test Method (Note 1) 
Min Max 

Appearance   Free from visible water & sediment Visual 

Colour   Clear   Visual 

Odour   Merchantable     

Density @ 15°C kg/m3 820  835 BS EN ISO 3675 / 12185 

Cloud Filter Plugging Point       BS EN 116 

Winter (Note 2) °C   -15   

Summer (Note 3) °C   -5   

Flash Point °C 56   BS EN ISO 2719 

Cetane Number/DCN   51 (Note 3)   BS EN ISO 5119 

Viscosity at 40°C (Note 2) cSt 2.00 5.5 BS EN ISO 3104 

Sulphur % Wt         

At point manufacture / purchase % Wt   0.001 BS EN ISO 20846/20884 

At point final distribution % Wt   0.002 BS EN ISO 20846/20884 

Copper Corrosion 3hr @ 50°C Class 1   BS EN ISO 2160 

Micro Carbon Residue:         

Residue Wt on 10% bottoms     0.30 BS EN ISO 10370 

Ash Content % Wt   0.01 BS EN ISO 6245 

Particulate content % Wt   0.01 IP415 

Water Content mg/kg   200 BS EN ISO 12937 

Distillation Characteristics       BS EN ISO 3405 : 1998 

% Vol Rec @250°C     65   

% Vol Rec @350°C   85     

Gross Calorific Values 
    

KW/hr/1 
 

10.93 
  

MJ/I 
 

39.3 
  

Kcal/kg 
 

10891 
  

 
Notes 

1) Latest test methods or technical equivalent used. 

2) Unless otherwise advised the following seasonal dates apply: Summer: 16/3 – 30/09 & Winter: 1/10 – 15/03. 

3) May contain an ignition improver in which case carbon residue test is not valid and the cetane number minimum will apply. 

 

 


